TYPICAL STREET & R/W CROSS SECTIONS
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BACK OF CURB_RADII
FOR VARIOUS STREET
INTERSECTIONS
RIGHT OF WAY WIDTH
54] 60] 66[ 80[106
54]25[25[NA[NA[ NA
60|25] 25| 25[ 25 25
66 [NA[25]25[30[ 30
80[NA[ 25] 30[ 40| 40
106 |[NA[ 25 30[ 40 40

L 2% OR LESS for 35’
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R/W  WIDTH

SLOPE MAJOR STREET

NOTE 2 & 3
: NOTES

/ Frow — . MATERIALS, CONSTRUCTION, AND WORKMANSHIP

SHALL BE IN ACCORDANCE WITH WEST VALLEY

CITY ENGINEERING STANDARD SPECIFICATIONS.

. SEE APWA STANDARD PLAN +213 FOR WATERWAY
TRANSITION STRUCTURE.

. SEE APWA STANDARD PLAN *211 FOR WATERWAY

. CROSS DRAIN GUTTER NOT ALLOWED ACROSS
COLLECTORS OR ARTERIALS.

MINOR STREET INTERSECTIONS

MINOR STREET

MAJOR STREET

MINOR STREET

COLLECTOR & ARTERIAL STREET INTERSECTIONS
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